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ACT 287 LIST OF UTILITIES
THE CONTRACTOR SHALL COMPLY WITH THE PROVISIONS OF ACT 287 OF 1974 AS AMENDED BY ACT 187 OF 1996 FOR LOW E R A L L E N TOW N s H I P I\AAiKNI/%A\OGVEVALAEE[I)Q?E[\A/\CE:IﬁI_-:-TICE)g STORN'\WATER

NOTIFICATION OF UTILITIES BEFORE EXCAVATION IN CONTRACT AREA. THE ONE UNDERGROUND UTILITIES LOCATION CALL
NUMBER IS 1-800—242—-1776. DESIGN SERIAL NUMBER IS 20240652552 SUBMITTED ON 03/05/2024.

UTILITIES AND RESPONSES PROVIDED BY PA ONE CALL: | ACKNOWLEDGE THAT THE STORMWATER MANAGEMENT FACILITES AND BMPS TO BE PERMANENT FIXTURES CAN
BE ALTERED OR REMOVED ONLY AFTER APPROVAL OF A REVISED PLAN BY THE MUNICIPALITY (SECTION
PENNSYLVANIA AMERICAN WATER LOWER ALLEN TOWNSHIP Y 4 184-22.E.11)

852 WESLEY DRIVE 2233 GETTYSBURG ROAD
MECHANICSBURG, PA 17055 CAMP HILL, PA 17011

CONTACT: JEFF DREW CONTACT: BRYCE THOMPSON =%
EMAIL: jeff.drew@amwater.com EMAIL: bthompson@latwp.org /’ /

FRONTIER COMMUNICATIONS OF PA INC PPL ELECTRIC UTILITES CORPORATION .

300E LAIRD STREET 437 BLUE CHURCH ROAD P R EPA R E D BY . P R E PA R ED FO R : /HTéH HOTELS. LTD

WILKES BARRE, PA 18702 PAXINGS, PA 17860

STE . L
LOCATION

TACT: MICH CONTACT: P
ESEIL/:\CT nh"filgﬁo/;'f.lr-mﬁﬁcxgzr.com Er\/1|;{|-ll-_f.:)\c-r dDH?:u(i)tg)ﬁgleeb.com e ACKNOWLEDGEMENT OF EROSI(DN AND SEDIMENT
VERIZON PENNSYLVANIA LLC COMCAST CABLEVISION ARCHITECTURE | POLLUTlON CONTROL PLAN
1026 HAY STREET 4601 SMITH ST ENGINEERING
CONTACT: DEBORAH BARUM RN WICHAEL, SWEIGARD | HEREBY CERTIFY THAT THERE WILL BE NO EARTH DISTURBANCE FOR CONSTRUCTION PURPOSES UNTIL AFTER
EMAIL: deborah.d.delia@verizon.com EMAIL: mike_sweigard@cable.comcast.com ENV' RONMENTAI— FINAL PLAN APPROVAL FROM THE TOWNSHIP AND NPDES PERMIT APPROVAL FROM PADEP IS ACQUIRED.
LOWER ALLEN TOWNSHIP AUTHORITY UGI UTILITIES INC - LAND SURVEYING HIGH
120 LIMEKILN ROAD 1301 AP DR
NEW CUMBERLAND, PA 17070 MIDDLETOWN, PA 17057 V—
CONTACT: BRIAN KAUFFMAN CONTACT: GEOFFREY FERGUSON Hmm A%
EMAIL:  bkauffman@atwp.org EMAIL:  gferguson@ugi.com Compcnles . Mnﬁmmﬁm M Ao D HICH HOTEL. LD
WAIVERS REQUESTED ACTION DATE
2601 MARKET PLACE, SUITE 350 HIGH HOTELS, LTD THE APPLICANT IS HEREBY REQUESTING THE FOLLOWING WAIVERS OF
HARRISBURG, PA 17110 1853 WILLIAM PENN WAY oS BN SUBRIVEIGAND L AR
7](;] 76)5?59];;§5|?A)( LANCASTER, PA 1 7685'0008 1. §192-30 A. - PRELIMINARY PLAN SUBMISSION APPROVED 09/09/2024
- 1 -
( ) (7 7) 209-407 2. §192-58.E(10) - PARKING LOT PLANTING ISLANDS DESIGNED TO APPROVED 09/09/2024
(717) 209-4488 FAX COLLECT STORMWATER
Sheet List Table 3. §192-59 C.(2) - PARKING SPACES ADJACENT TO END ISLANDS APPROVED 09/09/2024

SHALL BE AN ADDITIONAL 2' WIDTH

—

G0.00 COVER SHEET

2 G001 GENERAL NOTES LOWER ALLEN TOWNSHIP BOARD OF COMMISSIONERS LOWER ALLEN TOWNSHIP ACT 167 STORMWATER DESIGN CERTIFICATE OF OWNERSHIP, ACKNOWLEDGEMENT OF
3 V0.00 EXISTING NATURAL RESOURCE PLAN APPROVAL CERTIF'CATION PLAN, AND OFFER OF DEDICATION (OWNER)
Al 100 EARIING CORDHIDRS FLah APPROVED BY THE BOARD OF COMMISSIONERS, LOWER ALLEN TOWNSHIP, CUMBERLAND COUNTY, PA
5 C0.01 DEMOLITION PLAN APPROVED THE____ DAY OF ,20_. ' o , DESIGN ENGINEER, ON THIS DATE , CCUNTY E‘QVE{";“: il bl p )
) nm:@ v SN
6 C1.00 OVERALL SITE PLAN CONDITIONS OF APPROVAL COMPLETED THIS ___ DAY OF 20 HAVE REVIEWED AND HEREBY CERTIFY THAT THE DRAINAGE PLAN MEETS ALL DESIGN STANDARDS AND CRITERIA gFNHT(':'”ESR T;*;R%MYDAAJP?:’@% Q%MWEESFTE MEN\?;%N TO ME [OR SATSF Agggf?gﬁ%ﬁ?ﬁ?o
7 C00! SITEPLA _ BE THE PERSON(S) WHOSE NAME(S) IS/ARE SUBSCRIBED TO THE WITHIN INSTRUMENT, AND
00 N OF THE LOWER ALLEN TOWNSHIP ACT 167 STORMWATER MANAGEMENT ORDINANCE. ACKNOWLEDGED THAT Donicd Pluns~t  EXECUTED THE SAME FOR THE PURPOSES THEREIN CONTAINED.
8 CI1.100 DETAIL SHEET
? C1.101 DETAIL SHEET IN WITNESS WHEREOF, | HEREUNTO Comm‘?gnwﬁgfngh ffgg?gsgxl;f:ia ;Ngt.‘"‘fy Seal
PRESIDENT SECRETARY gttt Al
10 C2.00 GRADING AND DRAINAGE PLAN SEF MV HAND AND OFFICIAL SEAL M oI e 118, 2026
Commission number 1248373
11 C2]OO GRAD'NG AND DRA'NAGE DETAILS Member, Pennsylvania Association of Notaries
12 C2.101 GRADING AND DRAINAGE DETAILS RECORDER OF DEEDS CERTIFICATE CUMBERLAND COUNTY PLANNING DEPARTMENT W _ D
13 C2.102 GRADING AND DRAINAGE DETAILS RECORDED IN THE CUMBERLAND COUNTY COURTHOUSE REVIEW CERTIFICATION %z,u)/w%» A Dt
14 E1.00 EASEMENT PLAN <FlIGH HOTELS, LTD NOTARY
RECORDED THIS DAY OF 20 . REVIEWED THIS DAY OF , 20__ BY THE CUMBERLAND COUNTY PLANNING DEPARTMENT.
1 . AN — T i _
j 00 SIEUNHTEE DEVELOPMENT SCHEDULE MY COMMISSION EXPIRES 3 /1%, 204S
16 C3.100 SITE UTILITY PLANS DETAILS D APREGHAL PRl o4
DING PERMIT
17 C3.20 PROFILES NSTRUMENT NO. GONSTRUCTION START SUMMER 3075
18 C5.00 LANDSCAPING PLAN DIRECTOR OF PLANNING SNSRI SEE FALL 2026
If} €5.100, LANBSCAFING NOTES AND BETAILS CERTIFICATION OF ACCURACY ENGINEER'S CERTIFICATION PLAN PURPOSE DEVELOPER/APPLICANT
20 C6.00 LIGHTING PLAN | HEREBY CERTIFY THAT, TO THE BEST OF MY KNOWLEDGE, THE SURVEY |, ALARIC J. BUSHER, P.E., A REGISTERED PROFESSIONAL ENGINEER IN THE R et e S L e W o i ol HIGH HOTELS, LTD
ADD ON SHEETS AND PLAN SHOWN AND DESCRIBED HEREON IS TRUE AND CORRECT. COMMONWEALTH OF PENNSYLVANIA, HEREBY CERTIFY THAT TO [THE BEST OF MY $45.089 SF. GROSS FLOOR AREA, £10,934 SF. 1853 WILLIAM PENN WAY
KNOWLEDGE THIS PLAN IS ACCURATE AND CORRECT AS INDICATED. ORWEY, R BUILDING FOOTPRINT, AND ALL ASSOCIATED SITE LANCASTER, PA 17605-0008
EX.O1 FIRE TRUCK TURNING PLAN (1 SHEET) @@ B IMPROVEMENTS ON THE SUBJECT PROPERTY. (71?) 209—4092
EX.02 OVERALL PARKING PLAN (1 SHEET) A mm XY SATES (717) 209-4488 FAX
H ALARIC JAMES BUSHER
. 7} ISSUE DATE: JUNE 14, 2024
i LAST REVISED: JANUARY 09, 2025
MARCH 6, 2025 MARCH 6, 2025 / > 0 00
GREGORY CONDON, P.LS. DATE ALARIC J. BUSHER, P.E. DATE G’ » No. | Of 20
CADFILE:  G2400139-00 REG. NO. P.L.S. SU32480E REG. NO. PE40320

© 2025 BL COMPANIES, INC. THESE DRAWINGS SHALL NOT BE UTILIZED BY ANY PERSON, FIRM OR CORPORATION WITHOUT THE SPECIFIC WRITTEN PERMISSION OF BL COMPANIES. FOR PERMITTING PURPOSES ONLY NOT RELEASED FOR CONSTRUCTION
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THIS PLAN IS FOR PERMITTING PURPOSES ONLY AND IS NOT FOR CONSTRUCTION.

ALL CONSTRUCTION SHALL COMPLY WITH THE PROJECT SPECIFICATION MANUAL; HIGH HOTELS, LTD CORPORATION STANDARDS, MUNICIPAL STANDARDS
AND SPECIFICATIONS, COUNTY STANDARDS AND SPECIFICATIONS, AND PENNSYLVANIA DEPARTMENT OF TRANSPORTATION STANDARDS AND
SPECIFICATIONS, 2010 ADA STANDARDS, AND STATE BUILDING CODE IN THE ABOVE REFERENCED INCREASING HIERARCHY. IF SPECIFICATIONS ARE IN
CONFLICT, THE MORE STRINGENT SPECIFICATION SHALL APPLY. ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE
OSHA, FEDERAL, STATE AND LOCAL REGULATIONS.

REFER TO OTHER PLANS BY OTHER DISCIPLINES, DETAILS AND PROJECT MANUAL FOR ADDITIONAL INFORMATION. THE CONTRACTOR SHALL VERIFY ALL
SITE AND BUILDING CONDITIONS IN THE FIELD AND CONTACT THE CIVIL ENGINEER AND ARCHITECT IF THERE ARE ANY QUESTIONS OR CONFLICTS
REGARDING THE CONSTRUCTION DOCUMENTS AND/OR FIELD CONDITIONS, SO THAT APPROPRIATE REVISIONS CAN BE MADE PRIOR TO BIDDING. ANY
CONFLICT BETWEEN THE DRAWINGS AND SPECIFICATIONS SHALL BE CONFIRMED WITH THE OWNER'S CONSTRUCTION MANAGER PRIOR TO BIDDING.

DO NOT INTERRUPT EXISTING UTILITIES SERVICING FACILITIES OCCUPIED AND USED BY THE OWNER OR OTHERS DURING OCCUPIED HOURS EXCEPT WHEN
SUCH INTERRUPTIONS HAVE BEEN AUTHORIZED IN WRITING BY THE OWNER AND THE LOCAL MUNICIPALITIES. INTERRUPTIONS SHALL ONLY OCCUR
AFTER ACCEPTABLE TEMPORARY SERVICE HAS BEEN PROVIDED.

THE CONTRACTOR SHALL ABIDE BY ALL OSHA, FEDERAL, STATE, AND LOCAL REGULATIONS WHEN OPERATING CRANES, BOOMS, HOISTS, ETC. IN CLOSE
PROXIMITY TO OVERHEAD ELECTRIC LINES. IF CONTRACTOR MUST OPERATE EQUIPMENT CLOSE TO ELECTRIC LINES, CONTACT POWER COMPANY TO MAKE
ARRANGEMENTS FOR PROPER SAFEGUARDS. ANY UTILITY COMPANY FEES SHALL BE PAID FOR BY THE CONTRACTOR.

CONTRACTOR SHALL SUBMIT AN AS—BUILT TOPOGRAPHIC SURVEY PREPARED AND STAMPED BY A LICENSED ENGINEER TO DESIGN ENGINEER AT THE
COMPLETION OF CONSTRUCTION. AS—BUILT SURVEY SHALL COMPLY WITH ALL NPDES NOTICE OF TERMINATION REQUIREMENTS, MUNICIPAL ORDINANCE

REQUIREMENTS AND INCLUDE ALL SITE ELEMENTS, TOPOGRAPHY, STORM WATER MANAGEMENT FACILITY STRUCTURES/BASINS AND LANDSCAPE
ELEMENTS.

THE ARCHITECT OR ENGINEER IS NOT RESPONSIBLE FOR SITE SAFETY MEASURES TO BE EMPLOYED DURING CONSTRUCTION. THE ARCHITECT AND
ENGINEER HAVE NO CONTRACTUAL DUTY TO CONTROL THE SAFEST METHODS OR MEANS OF THE WORK, JOB SITE RESPONSIBILITIES, SUPERVISION OR
TO SUPERVISE SAFETY AND DOES NOT VOLUNTARILY ASSUME ANY SUCH DUTY OR RESPONSIBILITY.

THE CONTRACTOR SHALL COMPLY WITH CFR 29 PART 1926 FOR EXCAVATION, TRENCHING, AND TRENCH PROTECTION REQUIREMENTS.

INFORMATION ON EXISTING UTILITIES AND STORM DRAINAGE SYSTEMS HAS BEEN COMPILED FROM AVAILABLE INFORMATION INCLUDING UTILITY COMPANY
AND MUNICIPAL OR COUNTY OR STATE RECORD MAPS AND/OR FIELD SURVEY AND IS NOT GUARANTEED CORRECT OR COMPLETE. UTILITES AND
STORM DRAINAGE SYSTEMS ARE SHOWN TO ALERT THE CONTRACTOR TO THEIR PRESENCE AND THE CONTRACTOR IS SOLELY RESPONSIBLE FOR
DETERMINING ACTUAL LOCATIONS AND ELEVATIONS OF ALL UNDERGROUND AND OVERHEAD UTILITIES AND STORM DRAINAGE SYSTEMS INCLUDING
SERVICES. THE CONTRACTOR SHALL VERIFY THE SIZE LOCATION AND INVERT UPON COMMENCEMENT OF CONSTRUCTION. CONTRACTOR IS RESPONSIBLE
FOR THE RESTORATION OF ANY AND ALL UTILITIES ENCOUNTERED AND DISCONNECTED AS A RESULT OF THE CONSTRUCTION ACTIVITIES.

PRIOR TO DEMOLITION OR CONSTRUCTION, THE CONTRACTOR SHALL CONTACT PENNSYLVANIAB11 72 HOURS BEFORE COMMENCEMENT OF WORK AT
(B00) 242-1776 OR AT 811 AND VERIFY ALL UTILITY AND STORM DRAINAGE SYSTEM LOCATIONS. THE CONTRACTOR SHALL EMPLOY THE USE OF A
UTILITY LOCATING COMPANY TO PROVIDE SUBSURFACE UTILITY ENGINEERING CONSISTING OF DESIGNATING UTILITIES AND STORM PIPING ON PRIVATE
PROPERTY WITHIN THE CONTRACT LIMIT AND CONSISTING OF DESIGNATING AND LOCATING WHERE PROPOSED UTILITIES AND STORM PIPING CROSS
EXISTING UTILITIES AND STORM PIPING WITHIN THE CONTRACT LIMITS. STREET LIGHTING AND TRAFFIC SIGNALS LOCATED WITHIN THE PUBLIC RIGHT-OF
WAY MAY NOT BE MARKED OUT, AND A SEPARATE CONTACT MUST BE MADE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY/ALL WORK TO
RELOCATE ANY/ALL STREET LIGHTING EQUIPMENT TO MAINTAIN SYSTEM.

A PA. ONE-CALL SYSTEM NOTIFICATION HAS BEEN MADE, SERIAL NO. 20240652552.
DO NOT SCALE DRAWINGS. DIMENSIONS GOVERN OVER SCALED DIMENSIONS.

SHOULD CONFLICTING INFORMATION BE FOUND WITHIN THE CONTRACT DOCUMENTS, IT IS INCUMBENT UPON THE CONTRACTOR TO REQUEST
CLARIFICATION PRIOR TO PROCEEDING WITH THE WORK. FOR BUDGETING PURPOSES, THE CONTRACTOR SHALL CARRY THE COST OF THE HIGHER
QUALITY/QUANTITY OF WORK UNTIL SUCH TIME THAT A CLARIFICATION IS RENDERED.

ALL CONTRACTORS AND SUBCONTRACTORS SHALL OBTAIN COMPLETE DRAWING PLAN SETS FOR BIDDING AND CONSTRUCTION. PLAN SETS OR PLAN SET
ELECTRONIC POSTINGS SHALL NOT BE DISASSEMBLED INTO PARTIAL PLAN SETS FOR USE BY CONTRACTORS AND SUBCONTRACTORS OF INDIVIDUAL
TRADES. IT SHALL BE THE CONTRACTOR'S AND SUBCONTRACTOR'S RESPONSIBILITY TO OBTAIN COMPLETE PLAN SETS OR COMPLETE PLAN SET
ELECTRONIC POSTINGS FOR USE IN BIDDING AND CONSTRUCTION.

ALL NOTES AND DIMENSION DESIGNATED AS "TYPICAL” OR "TYP” APPLY TO ALL LIKE OR SIMILAR CONDITIONS THROUGHOUT THE PROJECT.

CONTRACTOR(S) TO TAKE AND VERIFY ALL DIMENSIONS AND CONDITIONS OF THE WORK AND BE RESPONSIBLE FOR COORDINATION OF SAME. FIELD
VERIFY ALL EXISTING CONDITIONS PRIOR TO START OF WORK.

BL COMPANIES WILL PREPARE FINAL CONSTRUCTION DOCUMENTS SUITABLE FOR BIDDING AND CONSTRUCTION. PROGRESS SETS OF THESE DOCUMENTS
ARE NOT SUITABLE FOR THOSE PURPOSES. IF CLIENT ELECTS TO SOLICIT BIDS OR ENTER INTO CONSTRUCTION CONTRACTS UTILIZING CONSTRUCTION
DOCUMENTS THAT ARE NOT YET FINAL, CONSULTANT SHALL NOT BE RESPONSIBLE FOR ANY COSTS OR DELAY ARISING AS A RESULT.

THE CONTRACTOR SHALL NOT PROCEED WITH ANY MODIFICATIONS TO THE DESIGN PLANS UNTIL THE WORK HAS BEEN APPROVED. ANY WORK DONE
WITHOUT THE APPROVAL OF THE ENGINEER AND/OR CLIENT MAY BE DEEMED UNACCEPTABLE.

NO CONSTRUCTION OR DEMOLITION SHALL BEGIN UNTIL APPROVAL OF THE FINAL PLANS IS GRANTED BY ALL GOVERNING AND REGULATORY AGENCIES.
THE OWNER IS RESPONSIBLE FOR OBTAINING ALL NECESSARY ZONING PERMITS REQUIRED BY GOVERNMENT AGENCIES PRIOR TO CONSTRUCTION. THE
CONTRACTOR SHALL CONTACT AND OBTAIN FROM MUNICIPAL SOURCES ALL CONSTRUCTION PERMITS, INCLUDING ANY STATE DOT PERMITS, SEWER AND
WATER CONNECTION PERMITS, AND ROADWAY CONSTRUCTION PERMITS. THE CONTRACTOR SHALL POST ALL BONDS, PAY ALL FEES, PROVIDE PROOF OF
INSURANCE AND PROVIDE TRAFFIC CONTROL NECESSARY FOR THIS WORK.

THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL PRODUCTS AND MATERIALS PER PLANS AND SPECIFICATIONS TO THE OWNER AND CIVIL
ENGINEER FOR REVIEW AND APPROVAL PRIOR TO FABRICATION OR DELIVERY TO THE SITE. ALLOW A MINIMUM OF 14 WORKING DAYS FOR REVIEW.

THE CONTRACTOR SHALL FOLLOW THE SEQUENCE OF CONSTRUCTION NOTES PROVIDED ON THE SEDIMENT AND EROSION CONTROL PLAN.

THE CONTRACTOR SHALL REFERENCE ARCHITECTURAL PLANS FOR EXACT DIMENSIONS AND CONSTRUCTION DETAILS OF BUILDING, AND THE RAISED
CONCRETE SIDEWALKS, LANDINGS, AND RAMPS.

SHOULD ANY UNCHARTED OR INCORRECTLY CHARTED, EXISTING PIPING OR OTHER UTILITY BE UNCOVERED DURING EXCAVATION, CONSULT THE CIVIL
ENGINEER IMMEDIATELY FOR DIRECTIONS BEFORE PROCEEDING FURTHER WITH WORK IN THIS AREA.

ALL SITE DIMENSIONS ARE REFERENCED TO THE FACE OF CURBS OR EDGE OF PAVING AS APPLICABLE UNLESS OTHERWISE NOTED. ALL BUILDING
DIMENSIONS ARE REFERENCED TO THE OUTSIDE FACE OF THE STRUCTURE.

THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC DEVICES FOR PROTECTION OF VEHICLES AND PEDESTRIANS CONSISTING OF DRUMS,
BARRIERS, SIGNS, LIGHTS, FENCES, TEMPORARY WALKWAYS, TRAFFIC CONTROLLERS AND UNIFORMED TRAFFIC OFFICERS AS REQUIRED OR AS ORDERED
BY THE ENGINEER OR AS REQUIRED BY THE LOCAL GOVERNING AUTHORITIES OR AS REQUIRED BY PERMIT STIPULATIONS OR AS REQUIRED BY THE
OWNER. CONTRACTOR SHALL MAINTAIN ALL TRAFFIC LANES AND PEDESTRIAN WALKWAYS FOR USE AT ALL TIMES UNLESS WRITTEN APPROVAL FROM
THE APPROPRIATE GOVERNING AGENCY IS GRANTED.

TRAFFIC CONTROL SIGNAGE SHALL CONFORM TO THE STATE DOT STANDARD DETAIL SHEETS AND THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.
SIGNS SHALL BE INSTALLED PLUMB WITH THE EDGE OF THE SIGN 2' OFF THE FACE OF THE CURB, AND WITH 7' VERTICAL CLEARANCE UNLESS
OTHERWISE DETAILED OR NOTED.

REFER TO DETAIL SHEETS FOR PAVEMENT, CURBING, AND SIDEWALK INFORMATION.

THE CONTRACT LIMIT IS THE PROPERTY LINE UNLESS OTHERWISE SPECIFIED OR SHOWN ON THE CONTRACT DRAWINGS.

THE CONTRACTOR SHALL SUBMIT A SHOP DRAWING OF THE PAVEMENT MARKING PAINT MIXTURE PRIOR TO STRIPING.

PAVEMENT MARKING KEY:

4" SYDL 4" SOLID YELLOW DOUBLE LINE

4” SYL 4 SOLD YELLOW LINE

4" SWL 4" SOLID WHITE LINE

12" SWSB 12" SOLID WHITE STOP BAR

4" BWL 4" BROKEN WHITE LINE 10’ STRIPE 30" SPACE

PARKING SPACES SHALL BE STRIPED WITH 4" SWL; HATCHED AREA SHALL BE STRIPED WITH 4" SWL AT A 45° ANGLE, 2’ ON CENTER. HATCHING,
SYMBOLS, AND STRIPING FOR ADA ACCESSIBLE SPACES SHALL BE PAINTED WHITE. OTHER MARKINGS SHALL BE PAINTED WHITE OR AS NOTED.

ALL PAVEMENT MARKINGS, PARKING SPACES AND HATCHED AREAS SHALL HAVE TWO COATS OF PAVEMENT MARKINGS APPLIED.

THE PROPERTY OWNER SHALL BE RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF ALL TRAFFIC CONTROL SIGNS AND PAVEMENT
MARKINGS. ALL PAVEMENT MARKINGS SHALL BE HOT THERMOPLASTIC.

THE CONTRACTOR SHALL RESTORE ANY UTILITY STRUCTURE, DRAINAGE STRUCTURE, PIPE, UTILITY, PAVEMENT, CURBS, SIDEWALKS, LANDSCAPED AREAS,
SWALE, PAVEMENT MARKINGS, OR SIGNAGE DISTURBED DURING DEMOLITION AND/OR CONSTRUCTION TO THEIR ORIGINAL CONDITION OR BETTER, AS
APPROVED BY THE CIVIL ENGINEER, AND TO THE SATISFACTION OF THE OWNER AND MUNICIPALITY.

THE TOPOGRAPHY SURVEY AND PROPERTY BOUNDARY DATA IS BASED ON THE DRAWING TITLED "EXISTING CONDITIONS PLAN”; SCALE_1"=40", DATED
04/09/2024, BY BISCON

ALTERNATIVE METHODS AND PRODUCTS OTHER THAN THOSE SPECIFIED MAY BE USED IF REVEWED AND APPROVED BY THE OWNER, CIVIL ENGINEER,
AND APPROPRIATE REGULATORY AGENCY PRIOR TO INSTALLATION DURING THE BIDDING PROCESS.

THE PROPOSED DEVELOPMENT IS TO BE SERVICED BY PUBLIC WATER.
THE PROPOSED DEVELOPMENT IS TO BE SERVICED BY PUBLIC SEWER.
NO PART OF THE PROJECT PARCEL IS LOCATED WITHIN ANY FEMA DESIGNATED FLOOD HAZARD AREAS.

THERE ARE NO WETLANDS LOCATED ON THE SITE AS INDICATED BY U.S. FISH & WILDLIFE SERVICE NATIONAL WETLAND INVENTORY MAPPING AND FIELD
OBSERVATIONS.

FIRE LANES SHALL BE ESTABLISHED AND PROPERLY DESIGNATED IN ACCORDANCE WITH THE REQUIREMENTS OF THE FIRE DISTRICT FIRE MARSHAL.

THE CONTRACTOR SHALL REMOVE CONFLICTING PAVEMENT MARKINGS IN THE ROADWAY BY METHOD APPROVED BY THE AUTHORITY HAVING
JURISDICTION OR DOT AS APPLICABLE FOR THE LOCATION OF THE WORK.

ALL ADA DESIGNATED PARKING STALLS, ACCESS AISLES AND PEDESTRIAN WALKWAYS SHALL CONFORM TO THE CURRENT VERSION OF THE AMERICANS
WITH DISABILITIES ACT STANDARDS FOR ACCESSIBLE DESIGN AND ANSI STANDARDS AND AS MAY BE SUPERCEDED BY THE STATE BUILDING CODE.

CONSTRUCTION OCCURRING ON THIS SITE SHALL COMPLY WITH NFPA 241 STANDARD FOR SAFEGUARDING CONSTRUCTION, ALTERATION AND DEMOLITION
OPERATIONS, AND CHAPTER 16 OF NFPA 1 UNIFORM FIRE CODE.

THE CONTRACTOR TO MAINTAIN FIRE DEPARTMENT ACCESS TO THE SITE AT ALL TIMES.
ALL BUILDINGS, INCLUDING FOUNDATION WALLS AND FOOTINGS AND BASEMENT SLABS INDICATED ON THE DEMOLITION PLAN ARE TO BE REMOVED FROM

THE SITE. CONTRACTOR SHALL SECURE ANY PERMITS, PAY ALL FEES AND PERFORM CLEARING AND GRUBBING AND DEBRIS REMOVAL PRIOR TO
COMMENCEMENT OF GRADING OPERATIONS.

SEDIMENT AND EROSION CONTROLS AS SHOWN ON THE SEDIMENT AND EROSION CONTROL PLAN AND/OR DEMOLITION PLAN SHALL BE INSTALLED BY
THE DEMOLITION CONTRACTOR PRIOR TO START OF DEMOLITION AND CLEARING AND GRUBBING OPERATIONS.

REMOVE AND DISPOSE OF ANY SIDEWALKS, FENCES, STAIRS, WALLS, DEBRIS AND RUBBISH REQUIRING REMOVAL FROM THE WORK AREA IN AN
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APPROVED OFF SITE LANDFILL, BY AN APPROVED HAULER. HAULER SHALL COMPLY WITH ALL REGULATORY REQUIREMENTS.

THE CONTRACTOR SHALL SECURE ALL PERMITS FOR HIS DEMOLITION AND DISPOSAL OF HIS DEMOLITION MATERIAL TO BE REMOVED FROM THE SITE.
THE CONTRACTOR SHALL POST BONDS AND PAY PERMIT FEES AS REQUIRED. BUILDING DEMOLITION CONTRACTOR SHALL BE RESPONSIBLE FOR
PERMITS AND DISPOSAL OF ALL BUILDING DEMOLITION DEBRIS IN AN APPROVED OFF-SITE LANDFILL.

ASBESTOS OR HAZARDOUS MATERIAL, IF FOUND ON SITE, SHALL BE REMOVED BY A LICENSED HAZARDOUS MATERIAL ABATEMENT CONTRACTOR.
THE CONTRACTOR SHALL PREPARE ALL MANIFEST DOCUMENTS AS REQUIRED PRIOR TO COMMENCEMENT OF DEMOLITION.

THE CONTRACTOR SHALL CUT AND PLUG, OR ARRANGE FOR THE APPROPRIATE UTILITY PROVIDER TO CUT AND PLUG ALL SERVICE PIPING AT THE
STREET LINE OR AT THE MAIN, AS REQUIRED BY THE UTILITY PROVIDER, OR AS OTHERWSE NOTED OR SHOWN ON THE CONTRACT DRAWINGS. ALL
SERVICES MAY NOT BE SHOWN ON THIS PLAN. THE CONTRACTOR SHALL INVESTIGATE THE SITE PRIOR TO BIDDING TO DETERMINE THE EXTENT OF
SERVICE PIPING TO BE REMOVED, CUT OR PLUGGED. THE CONTRACTOR SHALL PAY ALL UTILITY PROVIDER FEES FOR ABANDONMENTS AND REMOVALS.

THE CONTRACTOR SHALL PROTECT ALL IRON PINS, MONUMENTS AND PROPERTY CORNERS DURING DEMOLITION AND CONSTRUCTION ACTIVITIES. ANY
CONTRACTOR DISTURBED PINS, MONUMENTS, AND OR PROPERTY CORNERS, ETC. SHALL BE RESET BY A LICENSED LAND SURVEYOR AT THE EXPENSE
OF THE CONTRACTOR.

THE DEMOLITION CONTRACTOR SHALL STABILIZE THE SITE AND KEEP EROSION CONTROL MEASURES IN PLACE UNTIL THE COMPLETION OF THE WORK OR
UNTIL THE COMMENCEMENT OF WORK BY THE SITE CONTRACTOR, WHICHEVER OCCURS FIRST, AS REQUIRED OR DEEMED NECESSARY BY THE ENGINEER
OR OWNER'S REPRESENTATIVE. THE SITE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR THE MAINTENANCE OF EXISTING EROSION AND
SEDIMENTATION CONTROLS AND FOR INSTALLATION OF ANY NEW SEDIMENT AND EROSION CONTROLS AS PER THE SEDIMENT AND EROSION CONTROL
PLAN, AT THAT TIME.

THE CONTRACTOR SHALL PUMP OUT BUILDING FUEL AND WASTE OIL TANKS (IF ANY ARE ENCOUNTERED) AND REMOVE FUEL TO AN APPROVED
DISPOSAL AREA BY A LICENSED WASTE OIL HANDLING CONTRACTOR IN STRICT ACCORDANCE WITH STATE REQUIREMENTS.

IF IMPACTED OR CONTAMINATED SOIL IS ENCOUNTERED BY THE CONTRACTOR, THE CONTRACTOR SHALL SUSPEND EXCAVATION WORK OF IMPACTED SOIL
AND NOTFY THE OWNER AND/OR OWNER'S ENVIRONMENTAL CONSULTANT PRIOR TO PROCEEDING WITH FURTHER WORK IN THE IMPACTED SOIL
LOCATION UNTIL FURTHER INSTRUCTED BY THE OWNER AND/OR OWNER'S ENVIRONMENTAL CONSULTANT.

EXISTING WATER SERVICES SHALL BE DISCONNECTED AND CAPPED AT MAIN IN ACCORDANCE WITH THE REQUIREMENTS OF THE WATER UTILITY
PROVIDER. REMOVE EXISTING ONSITE WATER PIPING TO BE ABANDONED TO RIGHT OF WAY LINE UNLESS OTHERWISE SHOWN ON DEMOLITION PLANS OR
AS REQUIRED BY THE WATER UTILITY PROVIDER TO BE REMOVED TO MAIN.

EXISTING SANITARY LATERAL SHALL BE PLUGGED WITH NON-SHRINK GROUT AT CURB LINE OR AT MAIN CONNECTION IN ACCORDANCE WITH THE
SANITARY UTILITY PROVIDER REQUIREMENTS. REMOVE EXISTING LATERAL PIPING FROM SITE UNLESS OTHERWISE SHOWN ON DEMOLITION PLANS OR AS
REQUIRED BY THE SANITARY UTILITY PROVIDER.

DOMESTIC GAS SERVICES SHALL BE CAPPED AND SERVICE LINES PURGED OF RESIDUAL GAS IN ACCORDANCE WITH THE GAS UTILITY PROVIDER
REQUIREMENTS. WORK TO BE COORDINATED BY AND PAID FOR BY THE CONTRACTOR. REMOVE EXISTING SERVICE PIPING ON SITE. ANY PROPANE TANKS
SHALL BE PURGED OF RESIDUAL GAS BY PROPANE SUPPLIER. CONTRACTOR SHALL COORDINATE THIS WORK AND PAY NECESSARY FEES.

THE CONTRACTOR SHALL PROVIDE DISCONNECT NOTIFICATION TO THE MUNICIPALITY ENGINEERING DEPARTMENT, TELECOMMUNICATIONS UTILITY PROVIDER,
GAS UTILITY PROVIDER, ELECTRIC UTILITY PROVIDER, SANITARY UTILITY PROVIDER, AND WATER UTILITY PROVIDER AT LEAST THREE WEEKS PRIOR TO
BEGINNING DEMOLITION.

THE CONTRACTOR IS RESPONSIBLE FOR SECURING A DEMOLITION PERMIT FROM THE MUNICIPAL BUILDING DEPARTMENT AND MUST FURNISH THE
REQUIRED APPLICATION MATERIAL AND PAY ALL FEES.

BACK FILL DEPRESSIONS, FOUNDATION HOLES AND REMOVED DRIVEWAY AREAS IN LOCATIONS NOT SUBJECT TO FURTHER EXCAVATION WITH SOIL
MATERIAL APPROVED BY THE OWNER'S GEOTECHNICAL ENGINEER AND COMPACT, FERTILIZE, SEED AND MULCH DISTURBED AREAS NOT SUBJECT TO
FURTHER SITE CONSTRUCTION. DEMOLISHED BUILDING FOUNDATION AREA AND BASEMENT IF PRESENT TO BE BACKFILLED WITH GRAVEL FILL OR
MATERIAL SPECIFIED IN THE PROJECT GEOTECHNICAL REPORT IN LIFT THICKNESS SPECIFIED IN THE GEOTECHNICAL REPORT. COMPACT TO 95% MAX.
DRY DENSITY PER ASTM D1557 AT MOISTURE CONTENT SPECIFIED IN GEOTECHNICAL REPORT AND EARTHWORK SPECIFICATION. EMPLOY WATERING
EQUIPMENT FOR DUST CONTROL.

THE CONTRACTOR SHALL REPAIR PAVEMENTS BY INSTALLING TEMPORARY AND PERMANENT PAVEMENTS IN PUBLIC RIGHTS OF WAYS AS REQUIRED BY
LOCAL GOVERNING AUTHORITIES AND THE COMMONWEALTH AND PER PERMIT REQUIREMENTS DUE TO DEMOLITION AND PIPE REMOVAL ACTIVITIES.

THE CONTRACTOR SHALL CUT AND REMOVE AT LUMINARE AND SIGN LOCATIONS ANY PROTRUDING CONDUITS TO 24" BELOW GRADE. THE CONTRACTOR
SHALL REMOVE ALL CABLE AND CONDUCTORS FROM REMAINING LIGHTING AND SIGNING CONDUITS TO BE ABANDONED. ANY REMAINING LIGHTING TO
REMAIN IN PLACE SHALL BE RECIRCUITED OR REWIRED AS NECESSARY TO REMAIN IN OPERATION.

NO WORK ON THIS SITE SHALL BE INITIATED BY THE CONTRACTOR UNTIL A PRE-CONSTRUCTION MEETING WITH OWNER AND THE CIML ENGINEER IS
PERFORMED. THE CONTRACTOR SHOULD BE AWARE OF ANY SITE INFORMATION AVAILABLE SUCH AS GEOTECHNICAL AND ENVIRONMENTAL REPORTS. THE
CONTRACTOR SHALL HAVE PENNSYLVANIAB11 MARK OUTS OF EXISTING UTILITIES COMPLETED PRIOR TO MEETING.

THE CONTRACTOR SHALL ARRANGE FOR AND INSTALL TEMPORARY OR PERMANENT UTILITY CONNECTIONS WHERE INDICATED ON PLAN OR AS REQUIRED.
MAINTAIN UTILITY SERVICES TO BUILDINGS OR TO SERVICES TO REMAIN. CONTRACTOR TO COORDINATE WITH UTILITY PROVIDERS FOR INSTALLATION AND
PAY UTILITY PROVIDER FEES.

THE CONTRACTOR SHALL NOT COMMENCE DEMOLITION OR UTILITY DISCONNECTIONS UNTIL AUTHORIZED TO DO SO BY THE OWNER.

THE CONTRACTOR OR DEMOLITION CONTRACTOR SHALL INSTALL TEMPORARY SHEETING OR SHORING AS NECESSARY TO PROTECT EXISTING AND NEW
BUILDINGS, STRUCTURES AND UTILITIES DURING CONSTRUCTION AND DEMOLITION. SHEETING OR SHORING SHALL BE DESIGNED BY A PROFESSIONAL
ENGINEER, LICENSED IN THIS STATE AND EVIDENCE OF SUCH SUBMITTED TO THE OWNER PRIOR TO INSTALLATION.

NO SALVAGE SHALL BE PERMITTED UNLESS PAID TO THE OWNER AS A CREDIT.

ANY EXISTING POTABLE WELL AND ANY EXISTING SEPTIC TANKS/ABSORPTION AREAS SHALL BE ABANDONED AND REMOVED PER THE PADEP AND
HEALTH CODE REQUIREMENTS.

THE CONTRACTOR SHALL PRESERVE EXISTING VEGETATION WHERE POSSIBLE AND/OR AS NOTED ON DRAWINGS. REFER TO SEDIMENT AND EROSION
CONTROL PLAN FOR LIMIT OF DISTURBANCE AND EROSION CONTROL NOTES.

TOPSOIL SHALL BE STRIPPED AND STOCKPILED ON SITE FOR USE IN FINAL LANDSCAPING.

SUBGRADE SHALL BE FORMED WITH REMOVAL AND REPLACEMENT OF FILL AND REMOVAL AND REPLACEMENT OF UNSUITABLE AND SOFT SUBGRADE
MATERIAL AS REQUIRED BY THE GEOTECHNICAL ENGINEER. SEE GEOTECHNICAL REPORT AND EARTHWORK SPECIFICATIONS FOR FURTHER DESCRIPTION.

THE CONTRACTOR SHALL COMPACT FILL IN LIFT THICKNESS PER THE GEOTECHNICAL REPORT UNDER ALL PARKING, BUILDING, DRIVE, AND STRUCTURE

AREAS TO 95% OF THE MAXIMUM DRY DENSITY AS DETERMINED BY ASTM D1557 (MODIFIED PROCTOR TEST), OR AS REQUIRED BY THE GEOTECHNICAL
ENGINEER.

UNDERDRAINS SHALL BE ADDED, IF DETERMINED NECESSARY IN THE FIELD BY THE OWNER/GEOTECHNICAL ENGINEER, AFTER SUBGRADE IS ROUGH
GRADED.

VERTICAL DATUM IS NAVD 88.

CLEARING LIMITS SHALL BE PHYSICALLY MARKED IN THE FIELD AND APPROVED BY THE CUMBERLAND COUNTY CONSERVATION DISTRICT AGENT PRIOR
TO THE START OF WORK ON THE SITE.

PROPER CONSTRUCTION PROCEDURES SHALL BE FOLLOWED ON ALL IMPROVEMENTS WITHIN THIS PARCEL SO AS TO PREVENT THE SILTING OF ANY
WATERCOURSE OR WETLANDS IN ACCORDANCE WITH THE REGULATIONS OF THE PADEP AND THE PADEP EROSION AND SEDIMENT POLLUTION CONTROL
PROGRAM MANUAL, LATEST EDITION. IN ADDITION, THE CONTRACTOR SHALL STRICTLY ADHERE TO THE SEDIMENT AND EROSION CONTROL PLAN
CONTAINED HEREIN. THE CONTRACTOR SHALL BE RESPONSIBLE TO POST ALL BONDS AS REQUIRED BY THE LOCAL MUNICIPALITIES WHICH WOULD
GUARANTEE THE PROPER IMPLEMENTATION OF THE PLAN.

ALL SITE WORK, MATERIALS OF CONSTRUCTION, AND CONSTRUCTION METHODS FOR EARTHWORK AND STORM DRAINAGE WORK SHALL CONFORM TO THE
SPECIFICATIONS AND DETAILS AND APPLICABLE SECTIONS OF THE PROJECT SPECIFICATIONS MANUAL. OTHERWISE THIS WORK SHALL CONFORM TO THE
PENNSYLVANIA DEPARTMENT OF TRANSPORTATION SPECIFICATIONS AND PROJECT GEOTECHNICAL REPORT IF THERE IS NO PROJECT SPECIFICATIONS
MANUAL. ALL FILL MATERIAL UNDER STRUCTURES AND PAVED AREAS SHALL BE PER THE ABOVE STATED APPLICABLE SPECIFICATIONS, AND/OR
PROJECT GEOTECHNICAL REPORT, AND SHALL BE PLACED IN ACCORDANCE WITH THE APPLICABLE SPECIFICATIONS UNDER THE SUPERVISION OF A
QUALIFIED PROFESSIONAL ENGINEER. MATERIAL SHALL BE COMPACTED IN LIFT THICKNESSES PER THE PROJECT GEOTECHNICAL REPORT TO 95% OF THE
MAXIMUM DRY DENSITY AS DETERMINED BY ASTM D 1557 AT MOISTURE CONTENT INDICATED IN PROJECT GEOTECHNICAL REPORT.

ALL DISTURBANCE INCURRED TO MUNICIPAL, COUNTY, AND COMMONWEALTH PROPERTY DUE TO CONSTRUCTION SHALL BE RESTORED TO ITS PREVIOUS
CONDITION OR BETTER, TO THE SATISFACTION OF THE MUNICIPALITY, COUNTY AND COMMONWEALTH AS APPLICABLE FOR THE LOCATION OF THE WORK.

ALL CONSTRUCTION WITHIN A DOT RIGHT OF WAY SHALL COMPLY WITH ALL DEPARTMENT OF TRANSPORTATION STANDARDS AND SPECIFICATIONS.

THE UTILITY PLAN DETAILS SITE INSTALLED PIPES UP TO 5' FROM THE BUILDING FACE. REFER TO DRAWINGS BY ARCHITECT AND/OR MEP ENGINEER
FOR BUILDING CONNECTIONS. SITE CONTRACTOR SHALL SUPPLY AND INSTALL PIPE ADAPTERS AS NECESSARY AT BUILDING CONNECTION POINT OR AT
EXISTING UTILITY OR PIPE CONNECTION POINT.

THE CONTRACTOR SHALL VISIT THE SITE AND VERIFY THE ELEVATION AND LOCATION OF ALL UTILITIES BY VARIOUS MEANS PRIOR TO BEGINNING ANY
EXCAVATION. TEST PITS SHALL BE DUG AT ALL PROPOSED UTILITY CROSSINGS AND EARTHWORK OVER EXISTING UTILITIES TO REMAIN. TEST PITS SHALL
BE USED TO DETERMINE THE HORIZONTAL AND VERTICAL LOCATIONS OF THE UTILITIES. THE CONTRACTOR SHALL CONTACT THE CIVIL ENGINEER IN THE
EVENT OF ANY DISCOVERED OR UNFORESEEN CONFLICTS BETWEEN UTILITIES.

UTILITY CONNECTION DESIGN AS REFLECTED ON THE PLAN MAY CHANGE SUBJECT TO UTILITY PROVIDER AND GOVERNING AUTHORITY STAFF REVIEW.

THE CONTRACTOR SHALL ENSURE THAT ALL UTILITY PROVIDERS AND GOVERNING AUTHORITY STANDARDS FOR MATERIALS AND CONSTRUCTION METHODS
ARE MET. THE CONTRACTOR SHALL PERFORM PROPER COORDINATION WITH THE RESPECTIVE UTILITY PROVIDER.

THE CONTRACTOR SHALL ARRANGE FOR AND COORDINATE WITH THE RESPECTIVE UTILITY PROVIDERS FOR SERVICE INSTALLATIONS AND CONNECTIONS.
THE CONTRACTOR SHALL COORDINATE WORK TO BE PERFORMED BY THE VARIOUS UTILITY PROVIDERS AND SHALL PAY ALL FEES FOR CONNECTIONS,
DISCONNECTIONS, RELOCATIONS, INSPECTIONS, AND DEMOLITION UNLESS OTHERWISE STATED IN THE PROJECT SPECIFICATIONS MANUAL AND/OR
GENERAL CONDITIONS OF THE CONTRACT.

ALL EXISTING PAVEMENT WHERE UTILITY PIPING IS TO BE INSTALLED SHALL BE SAW CUT. AFTER UTILITY INSTALLATION IS COMPLETED, THE
CONTRACTOR SHALL INSTALL TEMPORARY AND/OR PERMANENT PAVEMENT REPAIR AS DETAILED ON THE DRAWINGS OR AS REQUIRED BY THE OWNER
HAVING JURISDICTION.

ALL PIPES SHALL BE LAID ON STRAIGHT ALIGNMENTS AND EVEN GRADES USING A PIPE LASER OR OTHER ACCURATE METHOD.

SANITARY LATERAL SHALL MAINTAIN (10’ MIN. HORIZONTAL 1.5" VERTICAL MIN.) SEPARATION DISTANCE FROM WATER LINES, OR ADDITIONAL
PROTECTION MEASURES WILL BE REQUIRED WHERE PERMITTED, WHICH SHALL INCLUDE CONCRETE ENCASEMENT OF PIPING UNLESS OTHERWISE DIRECTED
BY THE UTILITY PROVIDERS AND CIVIL ENGINEER.

RELOCATION OF UTILITY PROVIDER FACILITIES SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF THE UTILITY PROVIDER.

THE CONTRACTOR SHALL COMPACT THE PIPE BACKFILL IN 8" LIFTS ACCORDING TO THE PIPE BEDDING DETAILS. TRENCH BOTTOM SHALL BE STABLE IN
HIGH GROUNDWATER AREAS. A PIPE FOUNDATION SHALL BE USED PER THE TRENCH DETAILS AND IN AREAS OF ROCK EXCAVATION.

CONTRACTOR TO PROVIDE STEEL SLEEVES, OR APPROVED EQUAL IN ACCORDANCE WITH ARCHITECTURE PLANS, AND ANNULAR SPACE SAND FILL FOR
UTILITY PIPE AND CONDUIT CONNECTIONS UNDER FOOTINGS.

BUILDING UTILITY PENETRATIONS AND LOCATIONS ARE SHOWN FOR THE CONTRACTOR'S INFORMATION AND SHALL BE VERIFIED WITH THE BUILDING MEP,
STRUCTURAL, AND ARCHITECTURAL DRAWINGS AND WITH THE OWNER'S CONSTRUCTION MANAGER.
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ALL UTILITY CONSTRUCTION IS SUBJECT TO INSPECTION FOR APPROVAL PRIOR TO BACKFILLING, IN ACCORDANCE WITH THE APPROPRIATE UTILITY
PROVIDER REQUIREMENTS.

A ONE-FOOT MINIMUM VERTICAL CLEARANCE BETWEEN WATER, GAS, ELECTRICAL, AND TELEPHONE LINES AND STORM PIPING SHALL BE PROVIDED. A
SIX=INCH MINIMUM CLEARANCE SHALL BE MAINTAINED BETWEEN STORM PIPING AND SANITARY SEWER WITH A CONCRETE ENCASEMENT. AN 18-INCH TO
6—INCH VERTICAL CLEARANCE BETWEEN SANITARY SEWER PIPING AND STORM PIPING SHALL REQUIRE CONCRETE ENCASEMENT OF THE PROPOSED
PIPING.

GRAVITY SANITARY SEWER PIPING AND PRESSURIZED WATERLINES SHALL BE LOCATED IN SEPARATE TRENCHES AT LEAST 10 FEET APART WHENEVER
POSSIBLE. WHEN INSTALLED IN THE SAME TRENCH, THE WATER PIPE SHALL BE LAID ON A TRENCH BENCH AT LEAST 18 INCHES ABOVE THE TOP OF
THE SANITARY SEWER PIPE AND AT LEAST 12 INCHES (PREFERABLY 18 INCHES) FROM THE SIDE OF THE SANITARY SEWER PIPE TRENCH.

SITE CONTRACTOR SHALL PROVIDE ALL BENDS, FITTINGS, ADAPTERS, ETC., AS REQUIRED FOR PIPE CONNECTIONS TO BUILDING STUB OUTS, INCLUDING
ROOF /FOOTING DRAIN CONNECTIONS TO ROOF LEADERS AND TO STORM DRAINAGE SYSTEM.

MANHOLE RIMS AND CATCH BASIN GRATES SHALL BE SET TO ELEVATIONS SHOWN. SET ALL EXISTING MANHOLE RIMS AND VALVE COVERS TO BE
RAISED OR LOWERED FLUSH WITH FINAL GRADE AS NECESSARY.

SITE CONTRACTOR SHALL COORDINATE INSTALLATION OF CONDUIT AND CABLES FOR SITE LIGHTING WITH THE BUILDING ELECTRICAL CONTRACTOR.

CONTRACTOR SHALL COORDINATE INSTALLATION FOR ELECTRICAL SERVICES TO PYLON SIGNS AND SITE LIGHTING WMITH THE BUILDING ELECTRICAL
CONTRACTOR.

THE CONTRACTOR SHALL ARRANGE AND COORDINATE WITH UTILITY PROVIDERS FOR WORK TO BE PERFORMED BY UTILITY PROVIDERS. THE
CONTRACTOR SHALL PAY ALL UTILITY FEES UNLESS OTHERWISE STATED IN THE PROJECT SPECIFICATION MANUAL AND GENERAL CONDITIONS, AND
REPAIR PAVEMENTS AS NECESSARY.

ELECTRIC, AND TELECOMMUNICATIONS SERVICES SHALL BE INSTALLED UNDERGROUND IN ACCORDANCE WITH LOCAL UTILITY PROVIDER REGULATIONS. THE
CONTRACTOR SHALL PROVIDE AND INSTALL AND BACKFILL TWO 2" PVC CONDUITS FOR TELECOMMUNICATIONS SERVICE, TWO 2" PVC CONDUITS FOR
ELECTRIC SERVICE PRIMARY, PVC CONDUITS FOR ELECTRICAL SECONDARY PER BUILDING ELECTRICAL PLANS, (SCHEDULE 80 UNDER PAVEMENT,
SCHEDULE 40 IN NON PAVEMENT AREAS). SERVICES MAY BE INSTALLED IN A COMMON TRENCH WITH 12" CLEAR SPACE BETWEEN. MINIMUM COVER IS
36" ON ELECTRIC CONDUITS, AND 24" ON TELECOMMUNICATIONS CONDUITS. SERVICES SHALL BE MARKED WITH MAGNETIC LOCATOR TAPE AND SHALL
BE BEDDED, INSTALLED, AND BACKFILLED IN ACCORDANCE WITH ELECTRIC UTILITY PROVIDER, AND TELECOMMUNICATIONS COMPANY STANDARDS.
GALVANIZED STEEL ELECTRICAL CONDUIT SHALL BE USED AT POLE AND TRANSFORMER LOCATIONS. INSTALL HANDHOLES AS REQUIRED TO FACILITATE
INSTALLATION AND AS REQUIRED BY UTILITY PROVIDER. INSTALL TRAFFIC LOAD QUALIFIED HANDHOLES IN VEHICULAR AREAS. INSTALL CONCRETE
ENCASEMENT ON PRIMARY ELECTRIC CONDUITS IF REQUIRED BY ELECTRIC UTILITY PROVIDER.

ALL WATER LINES TO HAVE A MINIMUM COVER OF THREE (3) FEET. ALL LINES SHALL BE BEDDED AND BACKFILLED IN ACCORDANCE WITH LOCAL
UTILITY AND/OR MANUFACTURER REQUIREMENT.

ALL WATER MAINS, WATER SERVICES AND SANITARY SEWER LATERALS SHALL CONFORM TO THE APPLICABLE WATER UTILITY PROVIDER SPECIFICATIONS,
AND TO THE APPLICABLE SANITARY SEWER PROVIDER SPECIFICATIONS, AS WELL AS TO OTHER APPLICABLE INDUSTRY CODES (AWWA) AND PROJECT
SPECIFICATIONS FOR POTABLE WATER SYSTEMS, AND FOR SANITARY SEWER SYSTEMS.

THE CONTRACTOR SHALL MAINTAIN ALL FLOWS AND UTILITY CONNECTIONS TO EXISTING BUILDINGS WITHOUT INTERRUPTION UNLESS/UNTIL AUTHORIZED
TO DISCONNECT BY THE OWNERS, THE CIVIL ENGINEER, UTILITY PROVIDERS AND GOVERNING AUTHORITIES.

THE CONTRACTOR MAY SUBSTITUTE MASONRY STRUCTURES FOR PRECAST STRUCTURES IF APPROVED BY THE CIVIL ENGINEER AND ALLOWED BY THE
GOVERNING AUTHORITY ENGINEER OR OTHER GOVERNING AUTHORITY.

PIPING SHALL BE LAID FROM DOWNGRADIENT END OF PIPE RUN IN AN UPGRADIENT DIRECTION WITH BELL END FACING UPGRADE IN THE DIRECTION OF
PIPE LAYING.

CAST IRON SOIL PIPE (CISP) AND FITTINGS SHALL BE EXTRA HEAVY BELL & SPIGOT WITH NEOPRENE GASKET JOINTS IN ACCORDANCE WITH ASTM A74
& C564—(LATEST REVISION).

POLYVINYL CHLORIDE PIPE (PVCP) FOR STORM PIPING SHALL HAVE BUILT-IN RUBBER GASKET JOINTS. PVCP SHALL CONFORM TO ASTM D-3034

(SDR35) WITH COMPRESSION JOINTS AND MOLDED FITTINGS. PVCP SHALL BE INSTALLED IN ACCORDANCE WITH THE DETAILS; ASTM-D2321 AND
MANUFACTURERS RECOMMENDED PROCEDURE.

ALL RCP SHALL CONFORM TO THE REQUIREMENTS OF ASTM C-76; ALL RCP SHALL BE CLASS IV UNLESS OTHERWISE SHOWN. JOINTS SHALL BE
WATERTIGHT AND CONFORM TO THE REQUIREMENTS OF ASTM C-443.

ALUMINIZED STEEL STORM SEWER PIPING SHALL BE CORRUGATED 16 GAUGE TYPE 2 ALUMINIZED STEEL PIPE. 'N'= .013 UP TO 36" DIAMETER AND
SHALL BE 14 GAUGE TYPE 2 A.S.P. FOR PIPES 36" AND LARGER THAN 36" DIAMETER. ALL PIPE TO HAVE CONTINUOUS CORRUGATION BAND
COUPLINGS WITH BAR AND STRAP CONNECTIONS AND GASKETS.

MANHOLE SECTIONS AND CONSTRUCTION SHALL CONFORM TO ASTM C-478.

HIGH DENSITY POLYETHYLENE (HDPE) STORM SEWER LESS THAN 12 IN DIAMETER SHALL BE ADS N-12 WT OR APPROVED EQUAL. HDPE PIPE SHALL
HAVE SMOOTH INTERIOR AND CORRUGATED EXTERIOR AND SHALL MEET THE REQUIREMENTS OF AASHTO 252, WATERTIGHT TYPE. GASKETS SHALL BE
INSTALLED ON THE CONNECTION BY THE PIPE MANUFACTURER. ALTERNATIVE HDPE PIPE MAY BE USED IF APPROVED BY THE ENGINEER AND OWNER'S
CONSTRUCTION MANAGER PRIOR TO ORDERING.

HIGH DENSITY POLYETHYLENE (HDPE) STORM SEWER GREATER THAN 12” IN DIAMETER SHALL BE ADS N-12 WT OR APPROVED EQUAL. HDPE PIPE
SHALL HAVE SMOOTH INTERIOR AND CORRUGATED EXTERIOR AND SHALL MEET THE REQUIREMENTS OF AASHTO 242, WATERTIGHT TYPE. GASKETS
SHALL BE INSTALLED ON THE CONNECTION BY THE PIPE MANUFACTURER. ALTERNATIVE HDPE PIPE MAY BE USED IF APPROVED BY THE ENGINEER
AND OWNER'S CONSTRUCTION MANAGER PRIOR TO ORDERING.

DUCTILE IRON PIPE FOR STORM DRAINAGE PIPING SHALL CONFORM TO AWWA C151 FOR CLASS 52 WITH CEMENT LINING IN ACCORDANCE WITH ANSI A
21.4. DI STORM PIPE SHALL BE PUSH ON JOINT WITH RUBBER GASKET.

COPPER PIPE SHALL BE TYPE K TUBING WITH COMPRESSION FITTINGS.
PE WATER PIPING SHALL CONFORM TO AWWA C901.

POLYVINYL CHLORIDE (PVC) PIPE FOR SANITARY PIPING SHALL HAVE BUILT-IN RUBBER GASKET JOINTS. PVC SHALL CONFORM TO ASTM D3034
(SDR35) WITH COMPRESSION JOINTS AND MOLDED FITTINGS. PVC SHALL BE INSTALLED IN ACCORDANCE WITH THE DETAILS, ASTM D2321 AND
MANUFACTURER'S RECOMMENDED PROCEDURE.

DUCTILE IRON PIPE SHALL CONFORM TO LOCAL JURISDICTION OR AWWA C151 FOR CLASS 52 WITH CEMENT LINING IN ACCORDANCE WITH ANSI A21.4
FOR WATER MAINS AND SERVICES 3” ID AND LARGER. JOINTS SHALL BE MADE WITH CONCRETE THRUST BLOCKS OR WITH MEGAULUG RETAINER GLANDS
OR WITH RODDING IN ACCORDANCE WITH PROJECT MANUAL SPECIFICATIONS AND IN ACCORDANCE WITH WATER UTILITY PROVIDER REQUIREMENTS TO
EXTEND A MINIMUM OF 2 PIPE LENGTHS IN EITHER DIRECTION FROM FITTINGS AND ELBOWS (40 FT MINIMUM). ALL OTHER JOINTS SHALL BE PUSH-ON
WITH RUBBER GASKETS (TYTON). USE OF OTHER TYPES OF RETAINER GLANDS SHALL REQUIRE USE WITH CLASS 53 OR GREATER DUCTILE IRON PIPE.

PVC WATER MAIN PIPING SHALL CONFORM TO AWWA C900.
GAS PIPE MATERIAL SHALL BE PER GAS COMPANY REQUIREMENTS.

ALL WORK SHALL BE IN ACCORDANCE WITH PENNDOT PUBLICATION 408, SPECIFICATIONS AND PUBLICATION 72, ROADWAY CONSTRUCTION STANDARDS,
UNLESS OTHERWISE NOTED.

WORK ZONE TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH PENNDOT PUBLICATION 213.
A RIGHT-OF-WAY PERMIT IS REQUIRED BEFORE STARTING ANY WORK WITHIN THE PUBLIC STREET RIGHT-OF—WAY.

ALL STORM DRAINAGE PIPE SHALL BE SMOOTH INTERIOR UNLESS OTHERWISE NOTED.
THE LOT OWNERS ARE REQUIRED TO MAINTAIN LOT GRADING AND SURFACE DRAINAGE PATTERNS AND CHARACTERISTICS IN ACCORDANCE WITH THE APPROVED PLAN.
MANHOLE COVERS FOR STORM MANHOLES SHALL BE CAST WITH THE WORD “STORM” FOR IDENTIFICATION PURPOSES.

CONSTRUCTION OF ALL WORK WITHIN THE PUBLIC STREET RIGHT—OF—WAY AND WORK RELATED TO STORM DRAINAGE FACILITIES REQUIRES INSPECTION BY THE
TOWNSHIP. PROVIDE A MINIMUM 48 HOURS NOTICE TO THE TOWNSHIP BEFORE STARTING WORK.

CONTRACTOR SHALL SCHEDULE A PRECONSTRUCTION SITE MEETING WITH THE TOWNSHIP ENGINEER AT LEAST 48 HOURS PRIOR TO STARTING SITE CONSTRUCTION
ACTIVITIES.

SITE DISTURBANCE IS PERMITTED TO START ONLY IF AND WHEN SUFFICIENT TIME IS AVAILABLE TO STABILIZE DISTURBED AREAS IN ACCORDANCE WITH PADEP
REQUIREMENTS AND WITH THE APPROVED PLAN.

PROPOSED SIGNS WILL BE PERMITTED SEPARATELY AND WILL COMPLY WITH THE STANDARDS FROM THE LOWER ALLEN TOWNSHIP ZONING CODE SECTION
220-248.

GENERAL CONTRACTOR TO COORDINATE ALL SITE WORK WITH WITH EXISTING HOTEL MANAGEMENT ON A DAILY BASIS. AT NO TIMES SHALL THE ACCESS
DRIVE TO RITTER ROAD BE BLOCKED, EVEN ON A TEMPORARY BASIS.

UTILITY SERVICES SHALL BE MAINTAINED AT ALL TIMES TO THE EXISTING HOTEL ON SITE.
TREES ON SITE SHALL NOT BE REMOVED BETWEEN MAY 15 AND AUGUST 15.

NO PERSON SHALL MODIFY, REMOVE, FILL, LANDSCAPE, OR ALTER ANY SWM BMPS, FACILITIES, AREAS, STRUCTURES, OR EASEMENTS THAT WERE

INSTALLED/APPROVED AS A REQUIREMENT OF CHAPTER 184 OF THE MUNICIPALITY'S ORDINANCE WITHOUT THE WRITTEN APPROVAL OF THE
MUNICIPALITY.

THE APPLICANT SHALL BE RESPONSIBLE FOR PROVIDING AS-BUILT PLANS OF ALL SWM BMPS INCLUDED IN THE APPROVED SWM SITE PLAN. THE
AS—BUILT PLANS AND AN EXPLANATION OF ANY DISCREPANCIES WITH THE CONSTRUCTION PLANS SHALL BE SUBMITTED TO THE MUNICIPALITY.

THE AS—BUILT SUBMISSION SHALL INCLUDE CERTIFICATION OF COMPLETION SIGNED BY A QUALIFIED PROFESSIONAL VERIFYING THAT ALL PERMANENT
SWM BMP’S HAVE BEEN CONSTRUCTED ACCORDING TO THE APPROVED PLANS AND SPECIFICATIONS. THE LATITUDE AND LONGITUDE COORDINATES FOR
ALL PERMANENT SWM BMPS MUST ALSO BE SUBMITTED, AT THE CENTRAL LOCATION OF THE BMPS. IF ANY LICENSED QUALIFIED PROFESSIONALS
CONTRIBUTED TO THE CONSTRUCTION PLANS, THEN A LICENSED QUALIFIED PROFESSIONAL MUST SIGN THE COMPLETION CERTIFICATE.

AFTER RECEIPT OF THE COMPLETION CERTIFICATION BY THE MUNICIPALITY, THE MUNICIPALITY MAY CONDUCT A FINAL INSPECTION.

THE MUNICIPAL ENGINEER OR HIS/HER DESIGNEE SHALL BE PERMITTED TO INSPECT ALL PHASES OF THE INSTALLATION OF THE PERMANENT
STORMWATER MANAGEMENT FACILITIES AND BMPS.

THE MUNICIPAL ENGINEER OR HIS/HER DESIGNEE SHALL BE PERMITTED TO INSPECT ALL PHASES OF THE SITE DEVELOPMENT WORK IN PROGRESS, TO
ENSURE COMPLIANCE WITH EROSION AND SEDIMENT CONTROL REQUIREMENTS. INSPECTION FUNCTIONS UNDER THIS SECTION MAY BE DELEGATED BY THE
MUNICIPALITY TO ANOTHER ENTITY IF SUCH AGREEMENT IS ENTERED INTO BY THE MUNICIPALITY.

DURING ANY STATE OF THE WORK, IF THE MUNICIPALITY ENGINEER DETERMINES THAT THE PERMANENT STORMWATER MANAGEMENT FACILITES OR BMPS
ARE NOT BEING INSTALLED IN ACCORDANCE WITH THE APPROVED SWM SITE PLAN, THE MUNICIPALITY SHALL REVOKE ANY EXISTING MUNICIPAL PERMITS
AND/OR ISSUE A STOP-WORK ORDER UNTIL A REVISED SWM SITE PLAN IS SUBMITTED AND APPROVED, AS SPECIFIED IN CHAPTER 184 OF THE
MUNICIPALITY'S ORDINANCE.

UPON PRESENTATION OF PROPER CREDENTIALS, DUTY AUTHORIZED REPRESENTATIVES OF THE MUNICIPALITY MAY ENTER AT REASONABLE TIMES UPON
ANY PROPERTY WITHIN THE MUNICIPALITY TO INSPECT THE IMPLEMENTATION, CONDITION, OR OPERATION OF THE STORMWATER BMPS IN REGARD TO
ANY ASPECT GOVERNED BY THIS CHAPTER.

BMP OWNERS AND OPERATORS SHALL ALLOW PERSONS WORKING ON BEHALF OF THE MUNICIPALITY READY ACCESS TO ALL PARTS OF THE PREMISES
FOR THE PROPOSES OF DETERMINING COMPLIANCE WITH CHAPTER 184 OF THE MUNICIPALITY'S ORDINANCE.

145. PERSONS WORKING ON BEHALF OF THE MUNICIPALITY SHALL HAVE THE RIGHT TO TEMPORARILY LOCATE ON ANY BMP IN THE MUNICIPALITY SUCH
DEVICES AS ARE NECESSARY TO CONDUCT MONITORING AND/OR SAMPLING OF THE DISCHARGES FROM SUCH BMPS.

146. UNREASONABLE DELAYS IN ALLOWING MUNICIPALITY ACCESS TO A BMP IS A VIOLATION OF CHAPTER 184 IN THE MUNICIPALITY'S ORDINANCE.

147. SWM SITE PLANS APPROVED BY THE MUNICIPALITY, IN ACCORDANCE WITH §184—24, SHALL BE IN SITE THROUGHOUT THE DURATION OF THE
REGULATED ACTIMTY.

148. APPLICANT AND OWNER ACKNOWLEDGE THAT CERTAIN SITE IMPROVEMENTS DEPICTED ON THIS PLAN, INCLUDING BUT NOT
LIMITED TO ACCESSIBLE PARKING SPACES, ACCESSIBLE ROUTE TO THE BUILDING AND FREESTANDING SIGNS, THAT REQUIRE
APPROVAL UNDER REGULATIONS CONTAINED IN THE PA UNIFORM CONSTRUCTION CODE AND/OR LOWER ALLEN TOWNSHIP
ZONING CODE MUST BE INSTALLED IN ACCORDANCE WITH SEPARATE PERMIT APPROVALS GRANTED UNDER THOSE REGULATIONS.

149. AT THE TIME A BUILDING PERMIT APPLICATION IS REQUIRED TO BE PROVIDED, A SUBMISSION WITH RETAINING WALL
CALCULATIONS SHALL BE PROVIDED. FINAL WALL DESIGN SHALL BE PREPARED BY, SIGNED, AND SEALED BY A LICENSED
ENGINEER.

150. ALL SIGNAGE NEEDS TO MEET THE REQUIREMENTS OF ARTICLE XXV.

151. THE APPLICANT SHALL PROVIDE TO THE TOWNSHIP, REPRODUCIBLE AND PAPER, CLEAR AND LEGIBLE COPIES OF THE RECORD
PLAN, THE NUMBER OF PLANS TO BE SET BY RESOLUTION OF THE BOARD OF COMMISSIONERS. SUCH RECORD PLAN SHALL BE
A SIZE OF 18 INCHES BY 24 INCHES, OR OTHER SIZE AS REQUIRED BY THE COUNTY RECORDER OF DEEDS, AND SHALL, AT A
MINIMUM, INCLUDE ALL OF THE FOLLOWING: STREET RIGHT—OF—WAY, ANY COMMON OPEN SPACES AND/OR RECREATION LAND,
EASEMENTS AND ANY COVENANTS THAT THE TOWNSHIP REQUIRED TO BE PLACED ON THE FINAL PLAN, LOT LINES AND LOT
DIMENSIONS, WATER LINES, SANITARY, AND STORMWATER DRAINAGE FACILITIES, THE REQUIRED SIGNATURE OF TOWNSHIP
OFFICIALS AND THE COUNTY PLANNING DEPARTMENT AND THE DATE OF APPROVALS, NOTATIONS STATING WHETHER THE
STREET, ANY COMMON OPEN SPACES AND OTHER PROPOSED IMPROVEMENTS ARE TO BE OFFERED OR NOT OFFERED FOR
DEDICATION TO THE TOWSNHIP, AND ADDITIONAL INFORMATION FROM THE COMPLETE FINAL PLAN THAT THE TOWNSHIP OR THE
COUNTY RECORDER OF DEEDS MAY REQUIRE BE SHOWN.

152. SANITARY SEWER LATERAL SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOWER ALLEN TOWNSHIP AUTHORITY RULES AND REGULATIONS.
153. THE OWNER SHALL EMPLOY A QUALIFIED REGISTERED PROFESSIONAL TO CONDUCT INSPECTIONS OF THE STORMWATER FACILITIES AND PERMANENT

BMPS IN ACCORDANCE WITH THE OPERATION & MAINTENANCE PLAN AS WELL AS THE LOWER ALLEN TOWNSHIP STORMWATER MANAGEMENT ORDINANCE

(§184-34). THE QUALIFIED REGISTERED PROFESSIONAL SHALL PREPARE A WRITTEN REPORT AND SUBMIT IT TO THE TOWNSHIP WITHIN ONE MONTH
FOLLOWING THE COMPLETION OF THE INSPECTION. THE REPORT WILL PRESENT DOCUMENTATION REGARDING THE CONDITION OF THE FACILITY AND

RECOMMENDING NECESSARY REPAIRS, IF NEEDED. ANY NEEDED REPAIRS SHALL BE IMPLEMENTED BY THE OWNER WITHIN ONE MONTH OF THE REPORT

ISSUANCE DATE.

DEFINITIONS

MUNICIPALITY SHALL MEAN LOWER ALLEN TOWNSHIP

COUNTY SHALL MEAN CUMBERLAND COUNTY

STATE OR COMMONWEALTH SHALL MEAN PENNSYLVANIA

WATER UTILITY PROVIDER SHALL MEAN PENNSYLVANIA AMERICAN WATER

SANITARY UTILITY PROVIDER SHALL MEAN LOWER ALLEN TOWNSHIP AUTHORITY

GAS UTILITY PROVIDER SHALL MEAN UGl UTILITIES

TELECOMMUNICATIONS UTILITY PROVIDER SHALL MEAN COMCAST, VERIZON, OR FRONTIER COMMUNICATIONS

ELECTRIC UTILITY PROVIDER SHALL MEAN PPL ELECTRIC UTILITIES CORPORATION
DOT SHALL MEAN THE STATE DEPARTMENT OF TRANSPORTATION
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